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433MHz RF Tranceiver CC1101 Module RFMO07

1. AFSF

1.1. Description

0] @SS CCLI01 ICE A8 42 MEE 24 OjZ2H 0|4 802 MAH 433Mhz
Z=A7| O|C}. O] 32 FT=E ISM A SRD 0 A= 315, 433, 88, 915 FIix= CHEE
ofst Z{O|X|BF Ch2 ZIOp0lM SEB17| 9fs) A 2 2 4 Uk (300~348,
387~464, 779~928Mhz)

1.2. Feature

input voltage :3.3V
433MHz band
maximum operating speed: 500kbps, support 2-FSK, GFSK and MSK modulation

can be modify the baud rate, power, frequency and other related parameters by

software
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433MHz RF Tranceiver CC1101 Module RFM07

B high sensitivity (1.2kbps -110dDm, 0.1% packet error rate)

CRC error detection and built-in hardware address multipoint communication
control

lower current consumption (RX, 15.6mA; 2.4kbps, 433MHz)

programmable control of output power, maximum output power of +10dBm
standard 2.0mm DIP pitch interfaces for embedded applications

separate 64-byte RX and TX data FIFO

Transmission distance: 300 - 500 meters (Depending on the specific situation of

the environment and communication baud rate, etc. may be)

1.3. ¢+/d

s 1 x Transmitter
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