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433MHz RF Tranceiver CC1101 Module RFM07 

433MHz RF Tranceiver CC1101 Module RFM07  

1. 사양 

 

1.1. Description 

이 모듈은 CC1101 IC를 사용한 매우 저전력 무선 어플리케이션 용으로 설계된 433Mhz 

송신기 이다. 이 회로는 주로 ISM 및 SRD 에 사용되는 315, 433, 88, 915 주파수 대역을 

위한 것이지만 다른 주파수에서 동작하기 위해 쉽게 프로그래밍 될 수 있다. (300~348, 

387~464, 779~928Mhz) 

 

1.2. Feature 

 input voltage :3.3V 

 433MHz band 

 maximum operating speed: 500kbps, support 2-FSK, GFSK and MSK modulation 

 can be modify the baud rate, power, frequency and other related parameters by 

software 

모든 저작권은 'CNDI(주)' 에 있습니다. 무단복제나 도용은 저작권법(97조5항)에 의해 금지되어 있습니다. 
이를 위반시 법적인 처벌을 받을 수 있습니다.
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 high sensitivity (1.2kbps -110dDm, 0.1% packet error rate) 

 CRC error detection and built-in hardware address multipoint communication 

control 

 lower current consumption (RX, 15.6mA; 2.4kbps, 433MHz) 

 programmable control of output power, maximum output power of +10dBm 

 standard 2.0mm DIP pitch interfaces for embedded applications 

 separate 64-byte RX and TX data FIFO 

 Transmission distance: 300 - 500 meters (Depending on the specific situation of 

the environment and communication baud rate, etc. may be) 

 

1.3. 구성 

 1 x Transmitter 
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